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NOTES

1. Type 4 anchor required. For details, see

applicable Standard Plan(s).

2. For fterminal type and detfails, see contract and
applicable Standard Plan(s).

3. Post spacing is 6 -3" except where noted.

4., For qguardrail to bridge rail connection see

applicable Standard Plan(s) or Contfract.

5. The slope from the edge of fthe shoulder into the

face of fthe gqguardrail

should not be steeper than

1021 when the guardrail is within 12'-0" from
the edge of the shoulder. Beyond 12'-0", the
slope shall not be steeper fthan 6:l.

Terminal pay |imit (SRT shown)

(see Note 2)

.

See
Note 5 5
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CASE 17

Anchor pay |imit
(See Note 1)

Beam Guardrail pay limit

Bridge end
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Curb face extension \Ime—g/ﬁ \\l

See Note 4

. One Way Traffic

CASE 18

FLARE RATE TABLE
Rate Posted Speed
(MPH)
1531 70
14351 60
1231 55
11351 50
1031 45
931 40 or less

il

[EXPIRES MAY 3, 2000

GUARDRAIL PLACEMENT
STANDARD PLAN C-2]

NOTE: THIS PLAN IS NOT A LEGAL ENGINEERING DOCUMENT BUT AN ELECTRONIC DUPLICATE.
THE ORIGINAL, SIGNED BY THE ENGINEER AND APPROVED FOR PUBLICATION, IS KEPT ON FILE

AT THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION. A COPY MAY BE OBTAINED

UPON REQUEST.

APPROVED FOR PUBLICATION
Clifford E. Mansfield 6/12/98

5/98 Revise Flair Rate Table. RBA
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